  State Building Products, Inc.
Material Name: Iron Alloy (steel)

                              Material Safety Data Sheet

►►Section 1 – Chemical Product and Company Id◄◄          
Chemical Name: Steel 

Product Use: Fabricated Metal Studs

Manufacturer Information

STATE BUILDING PRODUCTS

21751 Schmeman

Warren, Michigan 48089

Phone: (586) 772-8878

►►Section 2- Composition/ Information on Ingredient◄◄  

	CAS#
	Components
	Percent

	7439-89-6
	Iron
	97-99

	7439-96-5
	Manganese
	0.15-1.65

	7440-02-0
	Nickel
	0.04-1.1


	7440-47-3
	Chromium
	0.02-1.1

	7440-21-3
	Silicon
	0.01-0.95

	7429-90-5
	Aluminum
	0.02-0.504

	7440-50-8
	Copper
	0.01-0.4

	7440-36-0
	Antimony
	0.005-0.06


NOTE:             The above listing is a summary of elements used in alloying steel.  Various grades of steel will contain different combinations of these elements.  Trace elements may also be present in minute amounts.
Coating May Also Contain:

	7429-90-5
	Aluminum
	0.2-3.7

	7440-36-0
	Antimony
	0.005-0.06

	7440-66-6
	Zinc
	0.001-10.25

	7440-31-5
	Tin
	0.001-2.5

	7440-47-5
	Chromium
	0.004-2


Component Related Regulatory Information

This product may be regulated, have exposure limits or other information identified as the following; Nickel compounds

Component Information/Information on Non-Hazardous Components

As supplied, this product is considered non-hazardous under 29 CFR 1910.1200 (Hazard Communication) however, dusts particulate or fumes generated in the processing of this product are hazardous.
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►►►Section 3- Hazards Identification ◄◄◄                       
Emergency Overview

Product is a solid iron alloy. As supplied, this product does not present a physical or health hazard.  Processing of the product for some final users can include formation of dusts, particulate or fumes that may present certain health hazards.  Dusts from this product may pose a dust explosion hazard.  Firefighters should wear a positive pressure self-contained breathing apparatus with full facepiece.

Hazard Statements

Dusts, particulate and vapors that may be produced in the processing of this product may be irritating to the eyes, skin, respiratory system and gastrointestinal tract.  Dusts, particulate or fumes that may be produced may contain metals that cause metal fume fever, a flu-like condition lasting 24 to 48 hours and includes fever, chills, aches, cough and general malaise.  Exposure to dusts, particulate or fumes containing nickel may cause cancer.  Fumes containing metallic components in this product may be hazardous.

Potential Health Effects: Eyes

                 Dust or powder may be irritating to the eyes.  Rubbing may cause abrasion of the cornea.

►►►  Section 4  ◄◄◄

	Material is ( at normal conditions )                                                                                Appearance and Odor

Liquid  □    Solid  ■    Gas  □    Other  □                                       Gray-Black with Metallic Luster-Odorless

	Acidity/Alkalinity                   Approximately                       Vapor Pressure                   

pH = NA                       Melting Point 2750 º F   (mm Hg at 70ºC)      Specific Gravity (H2 O=1)---7

                                     Boiling Point  N/A  º F         NA                  Solubility in water (( by weight) ---NA




►►►Section 5 Fire fighting Measures ◄◄◄                  

  This material will not burn.  Fine dust of this material mixed with oxygen and a suitable source of ignition 

    may pose as an explosion hazard.










































Hazardous Combustion Products

    Material will begin softening at approximately 2400°F, will proceed to a liquid and will form irritating and  

    toxic fumes at extremely high temperatures.


►►►Section 6 Handling and Storage ◄◄◄                   

Storage Procedures

Store in a dry area

Labeling

No label is required
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►►►Section 7 Disposal Considerations ◄◄◄

US EPA Waste Number and Descriptions

General Product Information

The federal EPA does not regulate this product as a hazardous waste.

►►►Section 8 Transportation Information ◄◄◄

US DOT Information

Shipping Name:  Not regulated as dangerous goods.

Hazardous Class: None

UN/NA #: None

Packing Group: None

Required Label(s): None

►►►Section 9 Personal Protective Equiptment◄◄◄

	Respiratory Protection

    NIOSH approved dust/mist/fume respirator should be used during welding or burning if OSHA PEL or TLV is exceeded.


	Hands, Arms and Body 

   Use appropriate protective clothing.  Such as welders

  aprons and gloves when welding or burning.  Check

  local codes.

   

	Eyes and Face 

    Safety glasses should always be worn when grinding or cutting; face shields should be worn when welding or burning.


	Other Clothing and Equipment

    As required


►►►Section 10 Emergency Medical Procedures ◄◄◄

Inhalation: Remove to fresh air; if condition continues,

           consult physician.

Eye Contact: Immediately flush well with running water to remove

                            Particulate; get medical attention.

Skin Contact: If irritation develops, remove clothing and wash 

                             well with soap and water. If condition persists,  

                             seek medical attention.

Ingestion:   If significant amounts of metal are ingested, seek medical attention.

.
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